
BANNER PVC FRAME SKELETON

APPROXIMATELY 54” (2” PVC TUBE)
LONG

APPROXIMATELY 54” (2” PVC TUBE)
LONG

BELOW SURFACE BELOW SURFACE

ABOVE GROUND ABOVE GROUND

APPROXIMATELY 54” (2” PVC TUBE)
LONG

90° ANGLE
(2” PVC TUBE)

90° ANGLE
(2” PVC TUBE)

SUPPLIES NEEDED:  HACKSAW TO CUT PVC,  TAPE MEASURE,  MARKER OR PEN FOR MARKING PVC, PEN AND PAPER FOR NOTES
BUILD ONE BANNER FIRST, TAKING NOTE ON FINAL PIECE LENGTHS.  GOOD IDEA TO CUT PIPE LENGTHS SLIGHTLY LONGER THAN NEEDED, THEN

DOWN TO GOOD FIT.  MATERIALS WILL VARY DEPENDING ON PVC MANUFACTURER.
FEED STANDARD 2” PVC PIPE IN APPROPRIATE POCKETS FOR FIT, THEN ADD FITTINGS.  AFTER FIRST BANNER IS

ASSEMBLED, FOLLOW NOTES FOR THE REMAINING BANNERS.

STANDARD PIPE
(1” PVC TUBE)
24” LENGTHS

WITH 45° ANGLE CUT
ON ONE END

STANDARD PIPE
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STANDARD PIPE
(1” PVC TUBE)
24” LENGTHS

WITH 45° ANGLE CUT
ON ONE END

 ‘4 WAY’ CONNECTOR
(2” PVC TUBE)

TWO 90° ANGLE
(2” PVC TUBE)

STANDARD PIPE (1” PVC TUBE)
THREE 24” LENGTHS

WITH 45° ANGLE CUT ON ONE END
USED AS GROUND SPIKES FOR BANNER SUPPORT

STANDARD PIPE
FOUR LONG, THREE SHORT

(2” PVC TUBE)

ONE ‘4 WAY’ CONNECTOR
(2” PVC TUBE)

THREE ‘T’ CONNECTORS
(2” PVC TUBE)
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(2” PVC TUBE)
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(2” PVC TUBE)
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(2” PVC TUBE)
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